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CONSTRUCTION DETAILS

A. Install e ]
equipment for underground electrigal service

as shown.
Schedule 80, one—2 in. and ons — 3 in. PVC

four— 1-t» in. x 60 in. anchor bolts, and one-2

27 F+.

Note:

C. Install stesel| pols {cut to 21

detector eve as shown. (Note:

four—1°4in. x 90 in. aql
Instaliation sha!l also require selective itrea trimming).

base mounted Controller & Cabinet (Size 6) and cogé;gj
schedule B0 condui+t bends).

B. %ns+0!i 27 ft. stesl pole (cut to 21 f+.) with a single 38Wf+
in.
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Two—4

& distributio
in PVC

signal
anchor bolts and one—2

i

conduit b

in.

heads, signs.
VC schedule

ond).

. mast arms signal heads dnd signs as shown.
PVC schedule 8
ft. with twin 50 ft. mast arms, and opticom

i 80 conduit bend.

EXISTING SIGNS PROPOSED SIGNALS PROPOSED SIGNS NEMA PHASING 3 MD 1
5 - 0 X1 0" R12-5(4) R5~10b i R4-7 R3-4  R4-7g 12" D32 W3-3
_ EAle o (367X487) (307x187) (36 X367X367)  36"X30"  (24”X24") (24"%x24") (VAR.X16") (36" x 36" g2 z 4 PRE EMPT 1
ouy P [ Balt. /Wash. Pkwy . - =
i P i Washington _ PEDESTRIANS KEEP ] < 7O MD 193 FLLASHING
A AND BYCIGLES AT
] A 7z ot PROHIBITED > . OPERATION
. ) - J -
—CATV _ e = A 1 ‘L? ‘OP NO TRUCKS {T{j %E RIGHT “
<7 o ’ == - . 1 44
R B N o g REMDVED } 11 12,21 13,19 14 16 )
= | < oy oM el o - 4 A TOBEREMOVfa
Y ¥ Y ¥ Y ¥ Y R5-10b 10’ ¥10’ R4-7 "
(30"%18") o Eh = qu’MxTa”) R1-1 - o _— (24"X30")
(SOUTHWAY) 1S A A A PEDESTRIANS att. AWash, Py . i (367X36")  (127X18) '
ST L AND BYCICLES Washington - — ?
PROHIBITED [ ] (6o no 8,15,20
il = 193] (&
2 6
NO TRUCKS
amy coreinl - Y = ey PHASING NOTES:
i — VED]
- , 16,19, 31 I. PHASES ASSOCIATED BY A SOLID LINE WILL
ATy ON B /W _FPRIWY 23 24 25 19A 26129 ! NOT OPERATE CONCURRENTLY.
T 4 1Ta PROPUSLD 2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL
{954 —_— OPERATE CONCURRENTLY.
T _ - _ - . .r.7<_:r 7 0, ”
By (24"%247) 2424
I .
LN I R COLLEGE PARK a
Sv ﬁ" gw E" M <Gz UNIV, OF MD
<= GLENNASE;\ALE SELECTIVE TREE
! A _ o TRIMMING IN THIS *sg, -
/A 27 28 30 " AREA
OOS
EXISTING RIGHT OF WAY é @ #’
_ ( .
T =

Y .

SB ON RAMP

B Vs &

j—"__}
oo s

R ———————

EXISTING RIGHT OF WAY

GENERAL NOTES

I. PAVEMENT MARKINGS DETAILED ARE PRGPCSED AND
ARE TO BE INSTALLED BY THE CONTRACTOR IN

l
|
. . . | ACCORDANCE WITH SHA STANDARDS.
D. Install microloop probe set with a 1000 ft. g lead—in cable. ! 0.0 INDICATES DELAY OUTPUT LO0P DETECTOR
E. Instal!l 1 in. galvanized stesl conduit for detector wire sleeve. \ | 2. DL :
. 3. THE LOGP DETECTORS ANG CONDUITS MUST BE INSTALLED
. taii elect le. .
i insta electrical hondnole ”Mffw\\ 1 PRIOR TO THE INSTALLATICN COF THE PAVEMENT MARKINGS.
G. Install 2 in. PVC schedule 80 electrical conduit-bored. \ |
H. Install 2 in PVC schedule 80 siectrical conduit-—trenched. A |
J. Instaltl 1 in. liquid tight. flexible. non-metallic conduit for detector wire sleeve. “\ ] ]
EXISTING SIDEWALK K. Install 6 f+. x 30 f+. guadruple loop detector (3-6-3 turns) sncdsed in flexible tubing. E | \\“\\\\\
L. Install microloop probe with a 500 f+. a lead-in cable. H’ | ‘ @ THERE ARE 3 HANDHOLES 1IN
M. Install 3 in. PVC schedule 80 electrical conduit-bored. : | %,
N. Install 4 in. PVC schedule 80 electrical! conduit-bored.
UTILITY LEGEND S ! .l ]
0. Install 4 in PVC schedule 80 electrical conduit—trenched. REVISIONS APPROVALS
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X. Install 3 in. PVC schedule 80 electrical conduit — +trenched. S T PRy DRAWN BY: F.AP.NO. il 't | TRAFFIC
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